Switch Inspection Report/ Semi- Annual

Mainline 1 2 ard

wor 2 G5 02 0O

ate 1~4-172

1. Location:
2. Switch ID#
3. Facing p,4 Trailing

Rail Points

4. Point to Point 5[”#

5. Point Condition

@ Y R .
6. Point Throw Nothing less than 4” or greater than

5”7 Min 3 % “on house top point protector
N A%y R A4

7. Point opening

N 4% R 4>y
8. Fit
YR
9. General Condition of the points
OvYRr
Gage

10. Heel of Switch
a. Main s, S,
b. Turnout S. g2
11. Gage ahead of Bend StV
Must not be less than 56” or more than 57” for “S”
12. Heel Spread in Inches
a. Main oYy
b. Turnout_ G Y4

Stock Rail

4. Bend Y R
5. Condition Y R
Bolts

6. Loose o) N/A
7. Missing [0) N/A

Rivets.
8. Loose 0 N/A
9. Missing (@) N/A
10. Cotter Pins Missing a N/A
11. Jam Nuts Loose 0 N/A
12. Washers @ Broken_ _ Missing__
13. Standard Joints
Y R N/A

14. Switch Plates

Oy R N/A
15. Adjustable Braces

@Y R N/A

Remarks on Page 3

Inspection Crew [ ,5QH}51 ER MZ BRY&LH

Flagman

16. Non-Adjustable
s Y R@EA

Switch Rods

17. Front Rod
O ¥ R N/A
18. #1 Rod (Basket Rod)
® vy R N/A
19. #2 Rod
3 Y R N/A
20. #3 Rod
S Y R
21. #4 Rod
S Y R
22. Closure Rail
® Y R N/A
23. Surface Rail
® Y R N/A
~ Usinga 62” Cord
S= Up to 1” Max allowed Speed
Y=1" to %” Max allowed 1 1/2 “ 40 MPH
R=11/2" TO %” 12 MPH Greater than 1 %” Out
of Service
24, Head Block Ties
Y R
25. Switch Adjustment
Yes
26. Lubrication
Dry
27. Switch Target/ Lamps
0K Missing
28. Latches
(OB Missing N/A
29. Locks
Missing N/A
30. General Condition
Y R
31. Insulated Joints

@YR



Frog Inspection Report/ Semi- Annual

Mainline 1 2 m Wo#__ 19%cz2eo
e~
Jjate_T~4-11 Inspection Crew__ | SCHISLER.
1. Location:
2. Switch ID# 19
3. Facing X Trailing Flagman
. T Y
44. Frog Tread N @ R Turnout Ties
RO YR — e ——
59. Conditions
45. Frog Number #__ (o S R N/A
46. Frog Point Condition @
S @ R 60. Rail Movement
N (® Y R N/A
47. Condition of Frog
Y R Tie Plates
48. Surface of Frog 61. Lead
® VY R D Y R N/A
49. Throat in Inches 3% Q

50. Flangeway Depth l '3

Flangeway Depth must not be less than 1/2”

Gage

\)51. Main Track SL s/g
’'52. Turnout Track SL N

Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage NS¢ Y8R _S% % N/A
Guard Rail Gage must be less than 54 3/8”"
54. Backtoback N_SL34R S % N/A
Back to Back must be less than 53 1/8”
55. Condition

CRE

56. Location of Guard Rail { Relation to Point)

@Y R

Guard Rail Clamps
57. Main Track

Y R N/A
58. Turnout Track
Y R N/A

Class 1 Gage 56" to 57 »%”
More than 57 1/2 “ Out of Service

Class 3 Gage 56" to 57”
flore than 57” to 57 /4” downgrade to
)

Class 2 and getsa Y

Remarks on page 3

62. Guard Rail Flangeway

63.

64.

Y RN 1% R 1%
uard Rail Flangeway cannot be less 1 4"
Guard Rail Plates
Y R N/A
Frog Plates
Y R N/A

Bolts

65.
66.

Loose o N/A
Missing O N/A

Rivets

67.
68.
69.
70.
71.
72.

@ Y R N/A
73.

74.

75.

Loose o N/A
Missing () N/A
Nuts Missing D N/A
Cotter Pins Missing O _N/A

Washer§QRBroken Missing
Hold Down Devices

Spring Housing

s v RrRQ/A

Derails

S Y R é@

Maximum difference in any 31” in Cross Level on
the siding from the Frog Point to 50” beyond last
long tie

@ Difference
76. Condition of Line thru entire turnout

@YR



Remarks

Switch # 19 Date 7-4-11 wo# 29%0 200

NuhnéRovs PoTrss Tiugées

iTTED Froe

e d TWReaT

Feee — S0 € wErn o Pois?

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: Date:




Switch Inspection Report/ Semi- Annual

Mainline 1 2 @

wor 297 99 S

N1 Gage ahead of Bend__ S5¢ ‘A
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches
a. Main t'g '/i
b. Turnout__ G Ye

Stock Rail

4. Bend @ Y R

5. Condition @ v R
Bolts

6. Loose ) N/A
7. Missing © N/A

Rivets
8. Loose A2) N/A
9. Missing._ _©  N/A
10. Cotter Pins Missing 0 N/A
11. Jam Nuts Loose o N/A
12. Washers Broken Missing____
13. Standard Joints

Y R N/A
14. Switch Plates

Y R N/A
15. Adjustable Braces

G Y R N/A

Remarks on Page 3

Yate 7= =17 Inspection Crew / SCHsteze U/ &méﬁz
1. Location:
2. Switch ID# ,_2 S
3. Facing X Trailing Flagman
Rail Points 16. Non-Adjustable
4. Pointto Point__ St Y SY R @
5. Point Condition
@ Y R Switch Rods
6. Point Throw Nothing less than 4” or greater than 17. Front Rod
5” Min 3 % “on house top point protector : Y R N/A
N A3/, R 43/e 18. #1 Rod (Basket Rod)
7. Point opening Y R N/A
N < R S 19. #2 Rod
8. Fit ® Y R N/A
GY R 20. #3 Rod
9. General Condition of the points S YR
@Y R 21. #4 Rod
S YR
Gage 22. Closure Rail
10. Heel of Switch @ Y R N/A
a. Main Se 23. Surface Rail
b. Turnout_ Sk %y @Yy R N/A

Using a 62” Cord
S= Up to 1” Max allowed Speed
Y=1" to %" Max allowed 11/2 “ 40 MPH
R=11/2" TO %” 12 MPH Greater than 1 %” Out
of Service
24. Head Block Ties
®v R
25. Switch Adjustment
Yes :
26. Lubrication
Dry
27. Switch Target/ Lamps
OK  Missing A
28. Latches

@ Missing N/A
29. Tocks

Missing N/A
30. General Condition

? Y R
31. Insulated Joints

(v r



Frog Inspection Report/ Semi- Annual
Mainline 1 2 ard wo#___ 1999938

‘ate 7~4-17 Inspection Crew l SCHIS LEP U/Bﬁy&u/r

1. Location:
2. Switch ID# S
3. Facing X Trailing Flagman

44, Frog Tread I: (_(% :(( RR Turnout Ties
59. Conditions
45, Frog Number#_ & s ® R N/A
46£o$ P;lnt Condition 60. Rail Movement
47. Condition of Frog @ ¥R
@ Y R Tie Plates
48. Surface of Frog 61. Lead
@Y R ® Y R NA
49, Throat in |nChes 3?& 62. Guard Ra|| Flangeway
50. Flangeway Depth 1 Y RN (e R /7
Flangeway Depth must not be less than 1/2” Guard Rail Flangeway cannot be less 1 %"
Gage 63. Guard Rail Plates
51. Main Track s U ©® v R NA
: 64. Frog Plates
52. TurnoutTrack_ st Y2 Y R N/A
Gage must not be less than 56” for any Class
Bolts
Guard Rails e
) P ) N/A
53. Guard Rail Gage N_ 5% %R S4  YaN/A gg kzngn 2 NjA
Guard Rail Gage must be less than 54 3/8" ) &
54. Back to back  N_S2- %R §2 '%uN/A Rivets
Back to Back must be less than 53 1/8” 67. Loose & N/A
QYR 69. Nuts Missing o N/A
56. Location of Guard Rail ( Relation to Point) 70. Cotter Pins Missing N/A
@ Y R 71. Washers@Broken Missing
Guard Rail Clamps 72'5'1%:”@;\“%5
57. Main Track . .
73. Spring Housing
QvRr N/A s v R
58. Turnout Track .
74. Derails
@ v R N/A e % R
Class 1 Gage 56” to 57 %" 75. Maximum g ference in any 31” in Cross Level on
More than 57 1/2 “ Out of Service the siding from the Frog Point to 50” beyond last
long tie
Class 3 Gage 56” to 57” @ Difference
“Nore than 57” to 57 J4” downgrade to 76. Condition of Line thru entire turnout
Y R
Class2and getsa Y @

Remarks on page 3



Remarks

Switch # 15 Date ?-Y-19 WO# 1719939

Mumerocos Rodted litpzec

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: Afﬁl/ Date:

v



Switch Inspection Report/ Semi- Annual

Mainline 1 2 Nard

wor 2G % 0f 94

ite T~4~-17) Inspection Crew

1. Location: Af. AUz i

2. Switchipt [ &K

3. Facing X Trailing Flagman
Rail Points 16. Non-Adjustable
4. Point to Point 5V SY R ‘@
5. Point Condition Q
SCD R Switch Rods
6. Point Throw Nothing less than 4” or greater than 17. Front Rod
5” Min 3 % “on house top point protector @ Y R N/A
N A¥y R 4% 18. #1 Rod (Basket Rod)
7. Point opening @ Y R N/A
N 'y R S 19. #2 Rod
8. Fit @ v & N/A
@Y R 20. #3 Rod
9. General Condition of the points S YR
®Y R 21. #4 Rod
S Y R@ED
Gage 22. Closure Rail
10. Heel of Switch Q Y R N/A
a. Main St 23. Surface Rail
b. Turmout_ F{ Y8 ® Y R N/A

11. Gage ahead of Bend___ 56V,
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches
a. Main G Yo
b. Turnout__ (o Y

Stock Rail
4. Bend ® vy R
5. Condition® Y R

Bolts

6. Loose o0 N/A
7. Missing ) N/A

Rivets.
8. Loose 0 N/A
9. Missing 0 N/A
10. Cotter Pins Missing o N/A
11. Jam Nuts Loose 0 N/A
12. Washers @ Broken Missing__
13. Standard Joints
@Y R N/A
14. Switch Plates
PP Y R N/A
15. Adjustable Braces
(B Y RNA

Remarks on Page 3

Using a 62” Cord
S=Up to 1” Max allowed Speed
Y= 1" to %” Max allowed 1 1/2 “ 40 MPH
R=11/2" TO %” 12 MPH Greater than 1 %” Out
of Service

24. Head Block Ties

® v R
25. Switch Adjustment
Yes
26. Lubrication

@ Dry
27. Switch Target/ Lamps
OK  Missing
28. Latches
Missing___ N/A
29. Locks
Missing N/A
30. General Condition

® Y R

31. Insulated Joints

®v R



Frog Inspection Report/ Semi- Annual

Mainline 1 2

WO#

2980194

\\,:ate 7-4-17 Inspection Crew [~ SeHIS(eR |/ BRyaNT—

1. Location:
2. Switch ID# Iy
3. Facing X Trailing

44, Frog Tread N Y R

R Y R

45. Frog Number#_ fo

46. Frog Point Condition
®vr

47. Condition of Frog

® v R
48. Surface of Frog
® Y R

49. Throat in Inches 3%

50. Flangeway Depth | ‘%
Flangeway Depth must not be less than 1/2”

Gage

51. Main Track S 4,
32. Turnout Track St Y

Gage must not be less than 56” for any Class

Guard Rails ‘ ¥

53. Guard Rail Gage N_Ss ‘2R S¥ 8 N/A
Guard Rail Gage must be less than 54 3/8”

54. Backtoback N_ St i R 5 9& N/A
Back to Back must be less than 53 1/8”

55. Condition

YR
56. Location of Guard Rail ( Relation to Point)

®YR

Guard Rail Clamps
57. Main Track
@ VYR N/A
58. Turnout Track
Qv R N/A

Class 1 Gage 56" to 57 4"
More than 57 1/2 “ Out of Service

Class 3 Gage 56” to 57”
)'ore than 57" to 57 %" downgrade to

Class2 andgetsa Y

Remarks on page 3

Flagman

Turnout Ties
59. Conditions

s @ R N/A

60. Rail Movement

® Y R N/A
Tie Plates
61. Lead

© vy R NA

62. Guard Rail Flangeway

Y RN /¥ R 1V

Guard Rail Flangeway cannot be less 1 14"
63. Guard Rail Plates

Y R N/A
64. Frog Plates
Y R N/A
Bolts
65. Loose © N/A
66. Missing © N/A
Rivets
67. Loose [¥) N/A
68. Missing o N/A
69. Nuts Missing o N/A
70. Cotter Pins Missing o N/A
71. Washer Broken Missing
72. Hold Down Devices
® vy R N/A
73. Spring Housing
S Y R
74. Derails

75.

76.

S Y R
Maximum difference in any 31” in Cross Level on

the siding from the Frog Point to 50" beyond last
long tie

Difference
Condition of Line thru entire turnout

@YR



Remarks

Switch # K ; Date_7-4-17 WO # 1980194

B sve. T Tp Stvew

i OV PT SHE wedsd

PitTES PT

RITEP THaoaYT

Nomerous Tiusces PoTrse

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention
Reviewed by: s | , Date:



Switch Inspection Report/ Semi- Annual

Mainline 1 2

wor TR (OD 6 2

\,Jate 7-4-17

Inspection Crew_7— SeHiStee f{/ BryaNT

Flagman

1. Location:

2. Switch ID# ;2 !

3. Facing X Trailing
Rail Points

4. Pointto Point __S1 g
5. Point Condition

s@Rr

6. Point Throw Nothing less than 4” or greater than

5” Min 3 % “on house top point protector
N 4Ye R 4%
7. Point opening
N R 4%
8. Fit
SOR

9. General Condition of the points
QYR

Gage
10. Heel of Switch

a. Main sS4
b. Turnout S
11. Gage ahead of Bend___ S ¢ ¥
Must not be less than 56” or more than 57” for “S”
12. Heel Spread in Inches
a. Main (%) Vg
b. Turnout__ ( Y

Stock Rail

4. Bend Y R

5. Condition Y R
Bolts

6. Loose @) N/A

7. Missing__© N/A
Rivets

8. Loose (@) N/A
9. Missing O N/A
10. Cotter Pins Missing o N/A
11. Jam Nuts Loose e N/A
12. WashersCOK) Broken Missing____
13. Standard Joints
3 Y R NA
14. Switch Plates
) ®Y R NA
15, Adjustable Braces
@ Y R N/A

Remarks on Page 3

16. Non-Adjustable
SYR

Switch Rods

17. Front Rod
@ Y R N/A
18. #1 Rod (Basket Rod)

@Y R N/A

19. #2 Rod

&Y R N/A
20. #3 Rod

S Y RW/A
21. #4 Rod

S Y R
22. Closure Rai

QY R N/A

23. Surface Rail
® Y R N/A

Using a 62” Cord
S= Up to 1” Max allowed Speed
Y= 1" to %" Max allowed 1 1/2 “ 40 MPH
R=11/2" TO %” 12 MPH Greater than 1 %” Out
of Service

24. Head Block Ties

Qv R

25. Switch Adjustment
Yes @
26. Lubrication
Dry
27. Switch Target/ Lamps
OK Missing
28. Latches
Missing N/A
29. Locks
Missing N/A
30. General Condition
® v R
31. Insulated Joints

OREL



Frog Inspection Report/ Semi- Annual

Mainline 1 2 Yar

WO# 149%0202

Jate_7-4-11

1. Location:
2. Switch ID# L)
3. Facing y Trailing

Inspection Crew_7T~_ Scuystece I/ BRyan +

Flagman

44. Frog Tread N Y R
R Y R

45. Frog Number #__(,

46. Frog Point Condition

®vy R
47. Condition of Frog

® v R
48, Surface of Frog

Y R
49. Throat in Inches 3 e
50. Flangeway Depth |
Flangeway Depth must not be less than 1/2”

Gage
51. Main Track SL'l2

J
52. Turnout Track YA
Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage N 5% Y% R34 ";9 N/A
Guard Rail Gage must be less than 54 3/8”
54. Backtoback N_S2¥%e R ¥ N/A
Back to Back must be less than 53 1/8”
55. Condition
®vy R
56.(L90cation of Guard Rail ( Relation to Point)
Y R

Guard Rail Clamps
57. Main Track
Ovr N/A
58. Turnout Track
Y R N/A

Class 1 Gage 56” to 57 1»”
More than 57 1/2 “ Out of Service

Class 3 Gage 56” to 57"
Jore than 57" to 57 4" downgrade to

Class 2 andgetsa Y

Remarks on page 3

Turnout Ties
59. Conditions

s R N/A
60. Rail Movement

® Y R N/A
Tie Plates
61. Lead

® Y R NA

62. Guard Rail Flangeway
Y RN_/1%" R 1"
Guard Rail Flangeway cannot be less 1 %"
63. Guard Rail Plates

Y R N/A

64. Frog Plates

® Y R N/A
Bolts
65. Loose [¢] N/A
66. Missing Qo N/A
Rivets
67. Loose o N/A
68. Missing o N/A
69. Nuts Missing © N/A
70. Cotter Pins Missing __ @ N/A
71. Washers@Broken Missing
72. Hold Down Devices

G Y R N/A
73. Spring Housing

S 'Y R
74. Derails

S Y R

75. Maximum difference in any 31” in Cross Level on
the siding from the Frog Point to 50” beyond last
long tie
@R Difference

76. Condition of Line thru entire turnout

@R



Remarks

Switch # A Date 7-4-171 WO# 19%0720 7

L[;me‘ga vy Borred TiuBEes

Seoeweds Foon Powr

PITTEL Popws 7

LH cv PT s108wenx

4 GAy (i cv AT

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention %
Reviewed by: /MWU / [M/T'/V Date:



